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-ATSUMOTO DIRECT DRIVE $$ ROTARY UNITS ARE INC

MAINTENANCE $$ INDEXERS ARE MOST WIDELY USED IN /o E==

PRECISION AND QUICKNESS ARE CRUCIAL IDDITIONALL . c{E SEAL

MAKING THE UNIT IMPERVIOUS TO GRINDING DUST AND ;- YOUR APPLICA
HIGH PRODUCTION INTENSIVE THEN -ATSUMOTO $% R( ’,\HY TABLES ARE PERFE!
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DD166 DD256 DD306 DD456 DD636 DD1006
Table Diameter mm(in) 160 (6.30) 250 9.84) 300 (11.81) 457 (18.00) 630 (24.80) 1000 (39.37) 95**2"" "
Center Height mm(in) 125 (4.92) 200 (7.87) 235 (9.25) n/a n/a n/a ',,#$%&' ,#(% n
Thru-Hole mm(in) optional optional optional optional optional optional
Maximum Speed (RPM) 1000 300 300 300 200 100 '
Accuracy (arc sec) +7 +6 6 +35 +3 +3
Repeatability (arc sec) +1 +1 D) +1 +1 +1 " "
I$#&-,$!
Clamp Torque (ft-Ib) 207(153) 207 (153) 1974 (1456) optional optional optional & / 2 cy
0$-
Load Capacity, Vert. kg(lb) 80 (176) 200 (440) 200 (440) n/a n/a n/a
Load Capacity, Horiz. kg(Ib) 80 (176) 200 (440) 350 (770) 160 (352) 1000 (2205) 5000 (11023)

*Other servo motors available
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DD SERIES
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The DDQ model is unique as an ultra-compact, submersible indexing rotary stage.
DDQ is extremely versatile and can be used in a multitude of different types of
applications. Best suited for precision machining of medical devices/components,
electronic and optical components, and other types of micromachining, DDQ is great
for submersible EDM machining and even light milling. DDQ is also impervious to
grinding dust and debris of all types.
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DDQ76 DDQ106 28%('$' -4
Table Diameter mm(in) 70 (2.76) 100 (3.94) INDEXING
Center Height mm(in) 50 (1.97) 53 (2.09)
Maximum Speed (RPM) 90 (1000) 1000
Accuracy (arc sec) 5 +5 ‘
Repeatability (arc sec) 11 +2
Load Capacity, Vert. kg(lb) 5 (11) 10 (22.05) K'1K4$2%%
Load Capacity, Horiz. kg(lb) 5 (11) 10 (22.05) S PI N N | N G
Net Weight kg(lb) 5(11) 10 (22.05)

*Other servo motors available
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<« EDM Chuck « Multi-Port Rotary Joint < Stationary/Slider Support
< Additional Stackable Units « Tailstock < Independent CNC Controller
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